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TDS OF TIPA
Product Name :Triisopropanolamine 85% 
Production Date : Dec .25 th , 2014
Shelf Life ：12 Months

Physical and chemical characteristics

Colar:  yellow or colorless

Formula: C9H21NO3
Boiling point: 104 ℃

Flash point: >160℃
Relative density: 1.027g/mL at 20 °C(lit.)
Ingredients information :
Chemical ingredient : 1,1',1''-Nitrilotri-2-propanol
CAS No.122-20-3
Proportions : 85%

Specification :

	Chemical Entity 
	CAS No. 
	Proportions (%) 

	 1,1',1''-Nitrilotri-2-Propanol
	122-20-3
	≥85


Package：
1000 kg/IBC drum

20 tons per Flexible Container Bag

200 kg steel drum or according to customer’s requests.

Handling and storage

Handle with care. The container should be protected from attack, high pressure, collapse; friction and is not suitable to roll in the case. Labels outside the container should be kept in place. All the related electronic equipment should conform to certain fire standards. Most important of all, the outer package should not be damaged.
Store sealed in a cool, dry, well ventilated area away from acids, alkali, oxidizers, toxic or corrosive materials, combustible or explosive materials, long exposure to the sunlight. Do not roll containers. Stored in stainless steel containers. Avoid to contact with copper or copper containing metals.  When the freezing point of TIPA is low , e.g. 15% of water content, aluminum containers is not suitable.  The container and its related equipment should be heated, insulated around 100℃. Use centrifugal pump to feed TIPA and seal the closure mechanically with TEFLON resin or asbestos fillings.
